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Parc Industriel de la Plaine de l’Ain - 225 allée des Cèdres - 01150 Saint-Vulbas - FRANCE 
Tél. +33 (0)4 74 40 20 25 - Fax +33 (0)4 74 40 20 26 - www.orapi-maintenance.com 

 
ORAPI ® cannot be expected to know all applications in which its products are used or their conditions of use. ORAPI ® shall not be held responsible: for the suitability of its products for a given use or specific purpose, 
for the methods of application over which it has no control. The information contained in this technical data sheet can on no account be a substitute for the preliminary tests which are essential and which must be 
carried out in order to check the suitability of the product to each intended application. The user of the product described in this technical data sheet is solely responsible for all measures required to protect people and 
property from hazards that may arise from the implementation and/or use of this product. Therefore, ORAPI ® renounces any implicit or explicit guarantees, including guarantees relating to marketability or suitability for 
a certain purpose, resulting from the sale or use of its products. In particular, ORAPI ® renounces any claims for incidental or consequential damages whatsoever, including financial operating losses." 

 
 508  
 

A 90 H 
DRY SOLVENT 

 
NON-FLAMMABLE 

ELECTRICAL AND ELECTRONIC DEVICES 
 

 

DEFINITION 
Advanced technology, non-flammable solvent that evaporates quickly. 
 

ADVANTAGES 
Has no effect on plastics: PE, PP, PVC, rubbers, nylons, etc. 
Contains no trichloroethylene. 
Do not use on Bakelite without a preliminary trial. 
Has no flash point, guaranteeing complete safety for users. 
Penetrates deeply and perfectly dissolves sludge and deposits of grease and tar. 
Removes deposits of ink, gums from printers, fax machines, etc. 
Does not lead to the oxidation of ferrous metals once product has dried. 
Quick and rapid evaporation.  
 

APPLICATION FIELDS 
Specially formulated to degrease rapidly and completely all mechanical parts: 

 Defluxing solvent 
 Clean electric motor windings, even when connected to a power source 
 Clean printer feed rollers 
 Clean electrical closets, printed circuit boards 

 

TECHNICAL CHARACTERISTICS 
Aspect ..............................................................  Transparent liquid 
Colour ..............................................................  Colourless 
Odour ...............................................................  Weak 
Density at 20°C ................................................  1.235 
Di-electrical strength ........................................  >50 KV 
 

INSTRUCTIONS FOR USE 
 
Use product undiluted and cold. 
Apply directly to the surface to be cleaned. 
 

PACKAGING 
 
650 ml aerosol Ref. 4508 A4 x 12 


	DEFINITION
	ADVANTAGES
	APPLICATION FIELDS
	TECHNICAL CHARACTERISTICS
	INSTRUCTIONS FOR USE
	PACKAGING

