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ORAPI ® cannot be expected to know all applications in which its products are used or their conditions of use. ORAPI ® shall not be held responsible: for the suitability of its products for a given use or specific purpose, 
for the methods of application over which it has no control. The information contained in this technical data sheet can on no account be a substitute for the preliminary tests which are essential and which must be 
carried out in order to check the suitability of the product to each intended application. The user of the product described in this technical data sheet is solely responsible for all measures required to protect people and 
property from hazards that may arise from the implementation and/or use of this product. Therefore, ORAPI ® renounces any implicit or explicit guarantees, including guarantees relating to marketability or suitability for 
a certain purpose, resulting from the sale or use of its products. In particular, ORAPI ® renounces any claims for incidental or consequential damages whatsoever, including financial operating losses.. 

 
 

 
 

ADHERENT 

COURROIES 
BELT TREATMENT 

 
 

 
DEFINITION 

 
Increases belt adherence and reduces wear. 
 

ADVANTAGES 
 
Triples belt adherence 
Can be used with many belts in various materials 
Avoids belt hardening 
Prevents loss of power 
Does not stain, does not oxidise 
Completely insoluble in water 
Does not stick to dust, protects against abrasion from dust 
Does not contain chlorinated solvent 
 

APPLICATION FIELDS 
 
Rubber, leather, canvas, or composite belts in various shapes notched, trapezoidal, smooth. 
 

TECHNICAL CHARACTERISTICS 
 
Aspect ......................................................  Transparent liquid 
Colour ......................................................  Light brown 
Odour .......................................................  Solvent 
Density .....................................................  0.710 
 

INSTRUCTIONS FOR USE 
 
Shake well before using. Spray onto belt, ideally when stopped. Wait 10 minutes before restarting. Do not 
spray on electric motors when they are connected. Use in a well-ventilated area. Do not spray near a naked 
flame or incandescent element. 
 

PACKAGING  
 
650 ml aerosol ref. 4953A4 x 12 
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